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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the Computer 
Hardware Sectional Committee had been approved by the Electronics and Telecommunication Division Council . 

The objective of this standard is to lay down requirements for ensuring quality and reliability of keyboards 
to be used with personal computers. The limits for various requirements have been so chosen as to provide 
maximum flexibility to the designer and to the manufacturer. The standard is designed to serve the public 
interest through eliminating misunderstandings between manufacturers and purchasers, facilitating interchangeability 
and improvement of products, and assisting the purchaser in obtaining with minimum delay the proper product 
for particular need. 

While preparing this standard, assistance has been derived from STQC Specification DOE/STQC/COMPUTER/ 
2/92 'Specification for keyboard', issued by STQC Directorate of Department of Electronics. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the final value, 
observed or calculated, expressing the result of a test, shall be rounded off in accordance with IS 2 : 1-960 Rules 
for the rounding off numerical values (revised)". The number of significant places retained in the rounded 
off value should be the same as that of the specified value in this standard. 
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Indian Standard 
SPECIFICATION FOR KEYBOARD 



1 SCOPE 

1.1 This standard lays down general and performance 
requirements for keyboards to be used with personal 
computers(PC). 

2 REFERENCES 

The Indian Standards given in Annex A are necessary 
adjuncts to this standard. 

3 TERMINOLOGY 

3.1 For the purpose of this standard, the terms and 
definitions as given in IS : 1885 (Part 52) series shall 
apply. 

4 GENERAL REQUIREMENTS 

4. 1 The layout of the characters shall be of QWERTY 
form (typewriter format) as specified in IS 11412. 

4.1.1 The keyboard shall be easily detachable from 
the personal computer. It can be housed as part of PC 
or as a separate unit. In the latter case, the keyboard 
shall be connected to the PC through coiled cord 
(flexible) with a minimum length of one meter. 

4.1.2 It shall contain adequate number of keys with 
sufficient user definable keys. However, the actual 
number of keys depend upon the combination of 
languages that can be used with the system. 

4.1.3 The keys shall be full travel type, it is, however, 
desirable that the key travel is uniform. 

4. 2 The keyboard shall operate on power derived from 
the personal computer. 

4.3 The legend function of the keys shall be indelibly 
marked. 

4.4 The interface of the keyboard shall correspond 
to the interface option available with PC. 

5 PERFORMANCE REQUIREMENTS 

5.1 The keyboard shall meet the functional 
performance requirements in the sequence given in 
Table 1. 



Table 1 Functional Performance 
Requirements 

( Clauses : 5.1, 6.1.2. 6.1.3, 6.2.7 and Table 2 



SI No. Characteristic 

i) Visual examination 



ii) Key travel 

iii) Actuating force 



interruptions 

(test alongwith PC) 



Requirement 

The keyboard shall be tree from 
workmanship detects, sharp 
edges, scratches, nicks, burrs etc 
All fasteners shall be fixed 
properly. 

Shall be uniform, typically3.5 ~ 
0.5 mm 

Shall be uniform and less than 
90 g 

Additional requirements for detached keyboards: 

iv) Effects of power The keyboard shall meet the 

above functional performance 

requirements (1. 2 and 3 of this 
table) after the following 
sequence: 

i) Connect the keyboard to the 
PC 

ii) Keep the power switch 
•ON' 

iii) Interrupt the power to the 
PC 100 times at the rate of 
6 operations per minute with 
50 percent duty cycle 

iv) Check functional perform- 
ance 

v) Keyboard controller: 

The Personal Computer keyboard controllershall be capable 
of accepting input provided by the keyboard as follows: 

a) Auto repeat feature. 

b) The minimum time-delay for recognising auto repeat 
in case of single key operations shall be 400 ms. 

c) Two key lock-out feature. 

d) Interface: 

i) Detached — 8 bit parallel interface or serial 
interface at minimum data rate of 1 .2 K baud 

ii) Integrated — scanned interlaced. 
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6 TESTS 

6.1 Classification of Tests 

6.1.1 Type Tests 

The tests specified inTabie 2 shall constitute type tests 
and shall be carried out in the sequence mentioned 
therein. 

6.1.1.1 Number of samples 

For type tests, number of samples shall be three of the 
same model, type and make if the keyboard is selected 
preferably at random from a regular production lot. The 
samples should be distributed for various tests as 
specified in Table 2. 

Table 2 Schedule of Type Tests 

( Clauses 6. 1 . 1 and 6. 1 . 1 . 1 ) 



Group 


Test 


Clause 
Reference 


No. of 
Sample(s) 





i) Check for general 
requirements 

ii) Test for perform- 
ance requirements 


4 
Table 1 


3 


1 


i) Free Fall 
ii) Bump 


6.2.1 
6.2.2 


1 


2 


i) Vibration 
ii) Dry heat 

iii) Damp heat 

iv) Cold 


6.2.3 
6.2.4 
6.2.5 
6.2.6 


1 


3 


Operating life 


6.3 


1 



6.1.1.2 Criteria for conformity 

There shall be no failure in any of the type tests. In 
case of failure, twice the number of samples shall be 
taken and subjected to ail the tests. No failure shall be 
permitted in the retests. 

6.1.2 Routine Tests 

The following shall constitute routine tests. 

i) Checking of operation of all keys using 
personal computer, and 

ii) Checking of performance requirements 
according to SI No. 1 and 2 of Table 1 . 

6.1.3 Acceptance Tests 

The following shall constitute acceptance tests: 

i) Performance requirements according to SI 
No. 1 , 2 and 5 of Table 1 , and 

ii) Checking of operation of ail keys for their 
intended functions. 

The sampling plan and Acceptance Quality Level 



( AQL ) shall be as agreed to between the manufacturer 
and the purchaser and shall be selected from 
IS 10673. 

6.2 Environmental Tests 

6.2.1 Free Fall 

The keyboard shall be subjected to ( Key facing up) 
free fall test at a height of 25mm in accordance with 
IS 9000 ( Part 7/Sec 4 ), number of fails being 8 
( 4 corners + 4 edges ) in unpacked condition. 

6.2.2 Bump 

The keyboard shall t>e subjected to bumpiest in 
accordance with IS 9 000 ( Part 7/Sec 2 ), the number 
of bumps being 1 000 and with acceleration 40 g under 
packed conditions in normal direction. 

6.2.3 Vibration 

The keyboard in unpacked condition with power w OFF * 
shall be subjected to vibration test at a frequency of 
10 to 55 Hz and acceleration Ig for 45 minutes on each 
axis (X, Y, Z) in accordance with IS 9000 ( Part 8 ). 

6.2.4 Dry Heat 

The keyboard in unpacked condition with power OFF' 
shall be subjected to dry heat test of severity of 55°C 
for 16 hours in accordance with IS 9000 ( Part 3/ 
Sec 5 ). 

6.2.5 Damp Heat ( Cyclic ) Test 

The keyboard in unpacked condition with power OFF ' 
shall be subjected to damp heat cyclic test in accordance 
with IS 9000 ( Part 5/Sec 1 and 2 ), at a temperature 
of 40°C and a relative humidity not less than 90 percent 
for two cycles. 

6.2.6 Cold Test 

The keyboard in unpacked condition with power OFF 
shall be subjected to cold test of severity of 10°C for 
2 h in accordance with IS 9000 ( Part 2/Sec 4 ). The 
duration of recovery shall be 1 to 2 hours. In order to 
avoid condensation, equipment shall be brought to 
ambient temperature in a controlled environment 

ij.2.7 After each environmental test, following tests 
shall be carried out on (the tested) keyboard: 

a) Visual examination (SI No. 1 of Table 1). and 

b) Earth leakage current test according to 5.2 of 
IS 13252. 

6.3 Operating Life Test 

The keyboard shall be powered on and all keys shall 
be operated for 1 000 operations each, at the rate of 
150 to 200 operations per minute. After the test, all 
the keys shall perform their intended functions. 
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7 OPERATING AND INSTRUCTION MANUAL 

7.1 An operating instruction manual containing 
information relating to installation, operation, routine 
maintenance and safety precautions shall be made 
available on demand with each keyboard. The 
manufacturer would particularly specify the critical 
components for which adequate care need to be taken 
to ensure proper replacement at the time of servicing. 

8 MARKING 

8. 1 Each keyboardshall be legibly and indelibly marked 
with atleast the following: 



a) Manufacturer's nameor trade-mark, 

b) Model designation and serial number, and 

c ) Country of manufacture . 

8. 2 The keyboard may also be marked with the Standard 
Mark. 

8.2.1 The use of the Standard Mark is governed by 
the provisions of Bureau of Indian Standards Act. 
1986 and the Rules and Regulations made thereunder. 
Details of conditions under which a licence for the use 
of the Standard Mark may be granted to manufacturers 
or producers may be obtained from the Bureau of Indian 
Standards. 



ANNEX A 

( Clause 2 ) 
LIST OF REFERRED INDIAN STANDARDS 



IS No. 



Title 



1 885 Electrotechnical voca- 

(Part 52/Sec 2 to 15) bulary : Part 52 Data 
processing 

9000 Basic environmental 

testing procedures for 
electronic and electrical 
items: 

(Part 2/Sec 4) : 1977 Part 2 Cold test, 
Section 4 Cold test for heat 
dissipating items with 
gradual change of 
temperature 



(Part 3/Sec 5) : 1977 



(Part5/Secland2) 
1981 



Part 3 Dry heat test, 
Section 5 Dry heat test 
for heat dissipating items 
with gradual change of 
temperature 

Part 5 Damp heat (cyclic) 
test, Section 1 16+8 h 



IS No. 

(Part 7/Sec 2) : 
(Part 7/Sec 4) : 
(Part 8) ; 1981 
10673 : 1983 

11412 : 1986 
13252 : 1992 



Title 

cycle, and Section 2 
12+12 h cycle 

1979 Part 7 Impact test, 
Section 2 Bump 

1979 Part 7 Impact test, Section 
4 Free fall 

Part 8 Vibration 
(sinusoidal) test 

Sampling plans and 
procedures for inspection 
by attributes for electronic 
items 

Keyboard for information 
processing using 7-bit 
coded character set 

Safety of information 
technology equipment 
including electrical 
business equipment 
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